ASSET-Data Management Sys

lateral launch DMS

Compatible with a wide range of CCTV systems: TVS-2000, TVS-15, ASSET

®©0
PACP/LACP/MACP certified by NASSCO ——]
Import/Export from ANY certified PACP/LACP/MACP database

Compatible with Microsoft Windows 7 thru 10 operation systems

Intuitive design and self-guiding prompts
No need to remember all PACP codes and rules

PACP reference photos for codes

OPTIONAL:

Laser radar

Used for pipe cross-section and distortion inspection, create 3D

model, for large pipes, plentiful original data, high precision.

Scan frequency:10Hz
e Pipe diameter: DN600-DN5000mm
e Measurement tolerance: £1cm

Waterproof: Ip68

Working temperature: -5°C-45°C

«on

Panorama Camera

View angle: 190 °
Sensitivity: 0.11LUX
e Waterproof:Ip68
Light: LED array

—

wwWw.trio-vision.com.cn

[m TRIO-VISION TECHNOLOGY

TVS-15 High Definition Digital Pipe Inspection System

inspection system, it has the characteristics of easy operation, light
and convenient, modular design. A series of accessories can satisfy
the inspection of pipe diameter from DN125-DN2000mm.




JT90 camera
e Laser scanning, precisely measure the pipe diameter
and distortion (optional)

e Rotation: 360°horizontal, 270°vertical

e One key center

¢ Auto/manual focus

e 120:1 zooming (10:1 optical, 12:1

e Digital high definition camera

e Defogged lens

e Laser gauge to measure the defect size(50mm wide)

e 4 sets of auxiliary light to satisfy large pipe inspection
e Size: 90*150mm

e Weight: 1.5kg

Frroviion

DLPA300HD
automatic drum

e 3 working modes: auto, manual and cable
retrieving only

e Base station framework structure, multiple signal
transmission: wifi, special line etc.

e Video signal and control command, transmission
without delay and loss

s Emergency brake

e Auto distance measurement and auto layering
function

e Cable length: max. 300m, standard 120m

e Working voltage: AC110-220V

e Dimension: 530*330*525mm

e Weight: 43.4kg

Robotlb crawler

Wheel support for large pipe

Robot15 crawler

e Disassemble wheel sets, suitable for pipe

diameter from 120mm-2000mm

e Electrical and disassemble elevator

e Rear sight digital high definition camera and
light,

e 33kHz sonde

e Steerable tail, protect cable efficiently

e Dimension: 516*260*230mm

e Weight: 10kg

Controlfer

e Controls the crawlers speed, direction, light
intensity, camera focus, rotation, camera
movement, clutch control, auxiliary light controls

e Displays: Date, time, inclination, data, with text
editing facility

e Screen display size: 10.1" LCD , resolution:
1920%1080

e Power adapter : AC110-220V 50/60Hz

e Embedded battery
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